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Sound Speaker

CS900 - 3WAY 45 Hz – 20 kHz, 900W
  

CS900 3 WAY  loudspeaker designed for applications requiring high output  capability with excellent 
pattern control. CS900  3WAY  can  be  utilized  in  music  where  frequency extension  to  45Hz  is  
adequate or combined with subwoofers to create extended bandwidth full-range systems .
High Sensitivity, 3-Way, Full Range Loudspeaker 

PRODUCT DETAILS  AND FEATURES

Product MPN –  Sound Speaker CS 900
Compact enclosure with high output

 Key features

Speakers function - Full Range
Construction – 3 Way
Connectivity – Cable
Nominal Power – 900 Watt RMS

http://WWW.DISCO-PANEL.COM/


WWW.DISCO-DESIGNER.COM

Technical Information Sheet of Sound Speakers             Page 2 of 3

 Technical  Features:

Compact enclosure with high output
Wide dispersion
mpedance:                         8/8/16 ohm
Sensitivity:                        89 dB
Frequence Response:        45Hz – 20kHz
Coverage Pattern:              60° x 40 ° 
Connectors:                  2 x Speakon NL4

Driver Sensitivity

(1W at 1m)

Frequence 
Response: 

Nominal 

Impedance

Power  

(rms)*

1"

8"

12"

89dB

   2 - 20 kHz

120 – 4 kHz

45 - 250 kHz

16Ω

  8Ω

  8Ω

  50W

250W

600 W

SPECIFICATIONS

Physical Specifications

Base type Sound Speaker CS 900  3WAY

Color Available in Black or White. Custom color available on request.

Size, Dimensions Depth:  40 cm 
Height: 100 cm
Width:  40 cm 

Weight 40 kg 
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Technical Drawings:

Disclaimer
While every care has been taken with the details on this specification sheet, we take no responsibility for 
any inaccuracies  caused during installation. We reserve the right to change these specifications without 
notice to always ensure that the customer is receiving a superior product. 
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